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FACILITY PERMIT TO OPERATE

ARMORCAST PRODUCTS COMPANY
13246 - 1323 SATICOY
NORTH HOLLYWOOD, CA 91605

NOTICE

IN ACCORDANCE WITH RULE 206, THIS PERMIT TO OPERATE OR A COPY THEREOF MUST BE KEPT AT
THE LOCATION FOR WHICH IT IS ISSUED.

THIS PERMIT DOES NOT AUTHORIZE THE EMISSION OF AIR CONTAMINANTS IN EXCESS OF THOSE
ALLOWED BY DIVISION 26 OF THE HEALTH AND SAFETY CODE OF THE STATE OF CALIFORNIA OR THE
RULES OF THE SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT. THIS PERMIT SHALL NOT BE
CONSTRUED AS PERMISSION TO VIOLATE EXISTING LAWS, ORDINANCES, REGULATIONS OR STATUTES
OF ANY OTHER FEDERAL, STATE OR LOCAL GOVERNMENTAL AGENCIES.

Barry R. Wallerstein, D. Env.
EXECUTIVE OFFICER

By
Mohsen Nazemi, P.E.
Deputy Executive Officer
Engineering & Compliance
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FACILITY PERMIT TO OPERATE
ARMORCAST PRODUCTS COMPANY

SECTION A: FACILITY INFORMATION

LEGAL OWNER &/OR OPERATOR: ARMORCAST PRODUCTS COMPANY
LEGAL OPERATOR (if different than owner):

EQUIPMENT LOCATION: 13246 - SATICOY
NORTH HOLLYWOOD, CA 91605

MAILING ADDRESS: 13230 SATICOY ST
NORTH HOLLYWOOD, CA 91605

RESPONSIBLE OFFICIAL: PAUL BOGHOSSIAN
TITLE: PRESIDENT
TELEPHONE NUMBER: (818) 982-3600
CONTACT PERSON: PAUL BOGHOSSIAN
TITLE: PRESIDENT
TELEPHONE NUMBER.: (818) 982-3600
TITLEV RECIAIM
NO NOx: NO
SOx: NO
CYCLE: O
ZONE: COASTAL
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FACILITY PERMIT TO OPERATE
ARMORCAST PRODUCTS COMPANY

SECTION B: RECLAIM Annual Emission Allocation

NOT APPLICABLE
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FACILITY PERMIT TO OPERATE
ARMORCAST PRODUCTS COMPANY

SECTION C: FACILITY PLOT PLAN

(TO BE DEVELOPED)
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FACILITY PERMIT TO OPERATE
ARMORCAST PRODUCTS COMPANY

Facility Equipment and Requirements
(Section D)

This section consists of a table listing all permitted equipment at the facility, facility wide
requirements, all individual Permits to Construct and Permits to Operate issued to various equipment
at the facility, and Rule 219-exempt equipment subject to source-specific requirements. Each permit
and Rule 219-exempt equipment will list operating conditions including periodic monitoring
requirements, and applicable emission limits and requirements that the equipment is subject to. Also
included is the rule origin and authority of each emission limit and permit condition.
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FACILITY PERMIT TO OPERATE
ARMORCAST PRODUCTS COMPANY

PERMITTED EQUIPMENT LIST

THE FOLLOWING IS A LIST OF ALL PERMITS TO CONSTRUCT AND PERMITS TO OPERATE AT THIS
FACILITY:

Application number | Permit to Operate number | Equipment description

322198 R-F5933 SPRAY BOOTH PAINT AND SOLVENT
322199 R-F5934 SPRAY BOOTH PAINT AND SOLVENT
322200 R-F5945 SPRAY BOOTH PAINT AND SOLVENT
491692 POLYMER CONCRETE CASTING

MANUFACTURING PROCESS
AIR POLLUTION CONTROL SYSTEM WITH
REGENERATIVE THERMAL OXIDIZER

487178

NOTE: EQUIPMENT LISTED ABOVE THAT HAVE NO CORRESPONDING PERMITS TO OPERATE NUMBER
ARE ISSUED PERMITS TO CONSTRUCT. THE ISSUANCE OR DENIAL CF THEIR PERMITS TO OPERATE IS
SUBJECT TO ENGINEERING FINAL REVIEW. ANY OTHER APPLICATIONS THAT ARE STILL BEING
PROCESSED AND HAVE NOT BEEN ISSUED PERMITS TO CONSTRUCT OR PERMITS TO OPERATE WILL
NOT BE FOUND IN THIS TITLE V PERMIT.
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FACILITY PERMIT TO OPERATE
ARMORCAST PRODUCTS COMPANY

FACILITY WIDE CONDITION(S)

Condition(s):

L.

EXCEPT FOR OPEN ABRASIVE BLASTING OPERATIONS, THE OPERATOR SHALL NOT
DISCHARGE INTO THE ATMOSPHERE FROM ANY SINGLE SOURCE OF EMISSIONS WHATSOEVER
ANY AIR CONTAMINANT FOR A PERIOD OR PERIODS AGGREGATING MORE THAN THREE
MINUTES IN ANY ONE HOUR WHICH IS:

A. AS DARK OR DARKER IN SHADE AS THAT DESIGNATED NO. 1 ON THE RINGELMANN
CHART, AS PUBLISHED BY THE UNITED STATES BUREAU OF MINES; OR

B. OF SUCH OPACITY AS TO OBSCURE AN OBSERVER’S VIEW TO A DEGREE EQUAL TO OR
GREATER THAN DOES SMOKE DESCRIBED IN SUBPARAGRAPH (A) OF THIS CONDITION.
[RULE 401]

MATERIAL SAFETY DATA SHEETS FOR ALL MATERIALS USED AT THIS FACILITY AND SUBJECT
TO DISTRICT RULES SHALL BE KEPT CURRENT AND MADE AVAILABLE TO DISTRICT
PERSONNEL UPON REQUEST.

[RULE 109, 1303(b)2)-OFFSET]

THE VOC EMISSIONS FROM THE USE OF POLYESTER RESIN AT THIS FACILITY SHALL BE
CALCULATED USING THE FOLLOWING EMISSION FACTORS AND THE VIRGIN RESIN USAGE IN
POUNDS.

SPRAY BOOTHS RESIN USAGE IN LBS x UEF* X (1 — APC OVERALL EFFICIENCY)

CASTING (NOT PADS) [0.005 X RESIN USAGE IN LBS X (1 - APC OVERALL EFFICIENCY]
+0.0023 X RESIN USAGE IN LBS.

CASTING, PADS [0.005 X RESIN USAGE IN LBS X (1 - APC OVERALL EFFICIENCY]
+0.0047 X RESIN USAGE IN LBS.

COMPRESSION MOLDING 0.0014 X RESIN USAGE IN LBS.

*UEF is the appropriate Unified Emission Factor based on the virgin resin styrene monomer content and method
of application
[RULE 109, 1303(b)(2)-OFFSET]

THE TOTAL QUANTITY OF VOLATILE ORGANIC COMPOUND (VOC) EMISSIONS FROM ALL
PERMITTED EQUIPMENT AND ASSOCIATED OPERATIONS AT THIS FACILITY, EXCLUDING
EMISSIONS FROM THE POLYMER CONCRETE CASTING MANUFACTURING PROCESS, SHALL NOT
EXCEED 1500 POUNDS iN ANY ONE CALENDAR MONTH. ASSOCIATED OPERATIONS INCLUDE,
BUT ARE NOT LIMITED TO, SURFACE PREPARATION, EQUIPMENT CLEAN-UP, AND
APPLICATION OF COATINGS, GELCOATS, AND RESINS INCLUDING HAND LAY-UP, OR ANY
OTHER MATERIALS TO PARTS THAT ARE PREVIOUSLY OR SUBSEQUENTLY PROCESSED IN THE
PERMITTED EQUIPMENT. WITHIN 14 CALENDAR DAYS AFTER THE END OF EACH MONTH, THE
FACILITY OPERATOR SHALL TOTAL AND RECORD VOC EMISSIONS FROM ALL PERMITTED
EQUIPMENT AND ASSOCIATED OPERATIONS.
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FACILITY PERMIT TO OPERATE
ARMORCAST PRODUCTS COMPANY

[RULE 109, 1303(b)(2)-OFFSET]

5. TO ENSURE COMPLIANCE WITH THE EMISSION CAPS OF THIS PERMIT, THE FACILITY
OPERATOR SHALL:

A. COMPLY WITH RULE 109 (RECORDKEEPING FOR VOLATILE ORGANIC COMPOQUND
EMISSIONS)

B. KEEP ADEQUATE RECORDS FOR THE EQUIPMENT AND FACILITY TO VERIFY VOC
EMISSIONS IN POUNDS AND THE APPROPRIATE VOC EMISSION FACTOR OR VOC
CONTENT AS APPLIED (INCLUDING WATER AND EXEMPT COMPOUNDS). THE RECORDS
SHALL INCLUDE ANY PROCEDURES TO ACCOUNT FOR CONTROL DEVICE EFFICIENCIES
AND/OR WASTE DISPOSAL. IT SHALL BE SIGNED AND CERTIFIED FOR ACCURACY BY
THE HIGHEST RANKING INDIVIDUAL RESPONSIBLE FOR COMPLIANCE WITH DISTRICT
RULES.

C. MAINTAIN A SINGLE LIST THAT INCLUDES ONLY THE NAME AND ADDRESS OF EACH
PERSON FRCM WHOM THE FACILITY ACQUIRED VOC CONTAINING MATERIAL
REGULATED BY THE DISTRICT THAT WAS USED OR STORED AT THE FACILITY DURING
THE PRECEDING 12 MONTHS.

D. RETAIN ALL PURCHASE INVOICES FOR ALL VOC-CONTAINING MATERIAL USED OR
STORED AT THE FACILITY, AND ALL WASTE MANIFESTS FOR ALL WASTE VOC-
CONTAINING MATERIAL REMOVED FROM THE FACILITY.

[RULE 109, 1303(b)(2)-OFFSET]

6. ALL RECORDS REQUIRED BY THIS PERMIT SHALL BE PREPARED IN A FORMAT THAT IS
ACCEPTABLE TO THE DISTRICT, SHALL BE RETAINED ON THE PREMISES FOR AT LEAST FIVE
YEARS AND SHALL BE MADE AVAILABLE TO ANY DISTRICT REPRESENTATIVE UPON
REQUEST.
[RULE 109, 1303(b)(2)-OFFSET]
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FACILITY PERMIT TO OPERATE
ARMORCAST PRODUCTS COMPANY

PERMIT TO OPERATE

Permit No. R-F5933
A/N 322198

Equipment Description:

SPRAY BOOTH, FLOOR TYPE, BLEEKER BROTHERS, MODEL NO. F-20-10-12-HV, 200" W.x 12’-0" D. x
10'-0" H., WITH FIFTY-FIVE 20" x 20" EXHAUST FILTERS AND TWO 5 H. P. EXHAUST FANS.

Conditions:

1.

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

THIS SPRAY BOOTH SHALL NOT BE OPERATED UNLESS ALL EXHAUST AIR PASSES THROUGH
FILTER MEDIA AT LEAST 2 INCHES THICK.
[RULE 1303(a)}(1)-BACT]

A GAUGE SHALL BE INSTALLED AND MAINTAINED TO INDICATE, IN INCHES OF WATER, THE
STATIC PRESSURE DIFFERENTIAL ACROSS THE EXHAUST FILTERS. IN OPERATION, THE
PRESSURE DIFFERENTIAL SHALL NOT EXCEED 0.25 INCH OF WATER.

[RULE 1303(a)(1)-BACT)

MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY CARCINOGENIC AIR
CONTAMINANTS IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF DECEMBER
7, 1990 OR EARLIER.

[RULE 1401]

THE TOTAL QUANTITY OF VOLATILE ORGANIC COMPOUND (VOC) EMISSIONS FROM THE
THREE SPRAY BOOTHS UNDER A/Ns 322198, 322199 AND 322200 COMBINED SHALL BE LESS
THAN 1,170 POUNDS IN ANY ONE CALENDAR MONTH.

[RULE 1303(a)(1)-BACT]

IN ADDITION TO THE RECORD KEEPING REQUIREMENTS OF RULE 109, THE OPERATOR SHALL

KEEP ADEQUATE RECORDS FOR THIS EQUIPMENT TO VERIFY THE CALENDAR MONTHLY VOC
EMISSIONS IN POUNDS AND THE APPROPRIATE VOC EMISSION FACTOR OR VOC CONTENT OF

EACH MATERIAL AS APPLIED (INCLUDING WATER AND EXEMPT COMPOUNDS).

[RULE 109, 1303(b}2)-OFFSET]
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FACILITY PERMIT TO OPERATE
ARMORCAST PRODUCTS COMPANY
Periodic Monitoring:
8. THE OPERATOR SHALL PERFORM A WEEKLY INSPECTION OF THE EQUIPMENT AND FILTER

MEDIA FOR LEAKS, BROKEN OR TORN FILTER MEDIA AND IMPROPERLY INSTALLED FILTER
MEDIA. THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT,
FOR THE FOLLOWING PARAMETER(S) OR ITEM(S):

A. THE NAME OF THE PERSON PERFORMING THE INSPECTION AND/OR MAINTENANCE OF THE
FILTER MEDIA;

B. THE DATE, TIME AND RESULTS OF THE INSPECTION; AND

C. THE DATE, TIME AND DESCRIPTION OF ANY MAINTENANCE OR REPAIRS RESULTING FROM
THE INSPECTION.
{RULE 3004 (a)(4)]

9. THE OPERATOR SHALL DETERMINE AND RECORD THE PRESSURE DROP ACROSS THE FILTER
MEDIA ONCE EVERY WEEK.
[RULE 3004 (a}(4)]

Emissions and Requirements:

10. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

VOC: RULE 1162, SEE APPENDIX B FOR EMISSION LIMITS

VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS

vOC RULE 109

HAP(S)Y.40CFR 63SUBPART WWWW, SEE SECTION J FOR REQUIREMENTS
PM RULE 481

PM RULE 404, SEE APPENDIX B FOR EMISSION LIMITS
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FACILITY PERMIT TO OPERATE
ARMORCAST PRODUCTS COMPANY

PERMIT TO OPERATE

Permit No. R-F5934
A/N 322199

Equipment Description:

SPRAY BOOTH, FLOOR TYPE, BLEEKER BROTHERS, MODEL NO. F-20-10-12-HV, 20'-0" W. x12°-0" D. x
10'-0" H., WITH FIFTY-FIVE 20" x 20" EXHAUST FILTERS AND ONE 7 %4 H. P. EXHAUST FAN.

Conditions:

1.

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

THIS SPRAY BOOTH SHALL NOT BE OPERATED UNLESS ALL EXHAUST AIR PASSES THROUGH
FILTER MEDIA AT LEAST 2 INCHES THICK.
[RULE 1303(a)(1)-BACT]

A GAUGE SHALL BE INSTALLED AND MAINTAINED TO INDICATE, IN INCHES OF WATER, THE
STATIC PRESSURE DIFFERENTIAL ACROSS THE EXHAUST FILTERS. IN OPERATION, THE
PRESSURE DIFFERENTIAL SHALL NOT EXCEED 0.25 INCH OF WATER.

[RULE 1303(2)(1)-BACT]

MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY CARCINOGENIC AIR
CONTAMINANTS IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF DECEMBER
7, 1990 OR EARLIER.

[RULE 1401]

THE TOTAL QUANTITY OF VOLATILE ORGANIC COMPOUND (VOC) EMISSIONS FROM THE
THREE SPRAY BOOTHS UNDER A/Ns 322198, 322199 AND 322200 COMBINED SHALL BE LESS
THAN 1,170 POUNDS IN ANY ONE CALENDAR MONTH.

[RULE 1303(a)1)-BACT]

IN ADDITION TO THE RECORD KEEPING REQUIREMENTS OF RULE 109, THE OPERATOR SHALL
KEEP ADEQUATE RECORDS FOR THIS EQUIPMENT TO VERIFY THE CALENDAR MONTHLY VOC
EMISSIONS IN POUNDS AND THE APPROPRIATE VOC EMISSION FACTOR OR VOC CONTENT OF
EACH MATERIAL AS APPLIED (INCLUDING WATER AND EXEMPT COMPOUNDS).

[RULE 109, 1303(b)(2)-OFFSET]
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FACILITY PERMIT TO OPERATE
ARMORCAST PRODUCTS COMPANY

WITHIN 14 CALENDAR DAYS AFTER THE END OF EACH MONTI, THE OPERATOR SHALL TOTAL
AND RECORD VOC EMISSIONS FOR THE MONTH FROM THE THREE SPRAY BOOTHS UNDER
A/NS 322198, 322199 AND 322200 COVERED BY THE MONTHLY LIMIT. THE RECORDS SHALL
INCLUDE ANY PROCEDURES USED TO ACCOUNT FOR CONTROL DEVICE EFFICIENCIES AND/OR
WASTE DISPOSAL. IT SHALL BE SIGNED AND CERTIFIED FOR ACCURACY BY THE HIGHEST
RANKING INDIVIDUAL RESPONSIBLE FOR COMPLIANCE WITH DISTRICT RULES,

[RULE 109, 1303(b)(2)-OFFSET]

Periodic Monitoring:

9.

to.

THE OPERATOR SHALL PERFORM A WEEKLY INSPECTION OF THE EQUIPMENT AND FILTER
MEDIA FOR LEAKS, BROKEN OR TORN FILTER MEDIA AND IMPROPERLY INSTALLED FILTER
MEDIA. THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT,
FOR THE FOLLOWING PARAMETER(S) OR ITEM(S):

A. THE NAME OF THE PERSON PERFORMING THE INSPECTION ANDYOR MAINTENANCE OF THE
FILTER MEDIA;

B. THE DATE, TIME AND RESULTS OF THE INSPECTION; AND

C. THE DATE, TIME AND DESCRIPTION OF ANY MAINTENANCE OR REPAIRS RESULTING FROM
THE INSPECTION.
[RULE 3004 (2)(4)]

THE OPERATOR SHALL DETERMINE AND RECORD THE PRESSURE DROP ACROSS THE FILTER
MEDIA ONCE EVERY WEEK.
[RULE 3004 (a)(4)]

Emissions and Requirements:

11.

THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

VOC: RULE 1162, SEE APPENDIX B FOR EMISSION LIMITS

VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS

VOC RULE 109

HAP(S): 40CFR 63SUBPART WWWW, SEE SECTION J FOR REQUIREMENTS
PM RULE 481

PM RULE 404, SEE APPENDIiX B FOR EMISSION LIMITS
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FACILITY PERMIT TO OPERATE.
ARMORCAST PRODUCTS COMPANY

PERMIT TO OPERATE

Permit No. R-F5945
A/N 322200

Equipment Description:

SPRAY BOOTH, FLOOR TYPE, BLEEKER BROTHERS, MODEL NO. F-20-10-12-HV, 200" W.x 12°-0" D. x
100" H., WITH FIFTY-FIVE 20" x 20" EXHAUST FILTERS AND TWO 5 H. P. EXHAUST FANS.

Conditions:

1.

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

THIS SPRAY BOOTH SHALL NOT BE OPERATED UNLESS ALL EXHAUST AIR PASSES THROUGH
FILTER MEDIA AT LEAST 2 INCHES THICK.
[RULE 1303(a)(1}-BACT]

A GAUGE SHALL BE INSTALLED AND MAINTAINED TO INDICATE, IN INCHES OF WATER, THE
STATIC PRESSURE DIFFERENTIAL ACROSS THE EXHAUST FILTERS. IN OPERATION, THE
PRESSURE DIFFERENTIAL SHALL NOT EXCEED 0.25 INCH OF WATER.

[RULE 1303(a)(1)-BACT]

MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY CARCINOGENIC AIR
CONTAMINANTS IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF DECEMBER
7. 1950 OR EARLIER.

[RULE 1401]

THE TOTAL QUANTITY OF VOLATILE ORGANIC COMPOUND (VOC) EMISSIONS FROM THE
THREE SPRAY BOOTHS UNDER A/Ns 322198, 322199 AND 322200 COMBINED SHALL BE LESS
THAN 1,170 POUNDS IN ANY ONE CALENDAR MONTH.

[RULE 1303(a)(1)-BACT]

IN ADDITION TO THE RECORD KEEPING REQUIREMENTS OF RULE 109, THE OPERATOR SHALL
KEEP ADEQUATE RECORDS FOR THIS EQUIPMENT TO VERIFY THE CALENDAR MONTHLY VOC
EMISSIONS IN POUNDS AND THE APPROPRIATE VOC EMISSION FACTOR OR VOC CONTENT OF
EACH MATERIAL AS APPLIED (INCLUDING WATER AND EXEMPT COMPOUNDS).

[RULE 109, 1303(b)(2)-OFFSET]
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FACILITY PERMIT TO OPERATE
~ARMORCAST PRODUCTS COMPANY

WITHIN 14 CALENDAR DAYS AFTER THE END OF EACH MONTH, THE OPERATOR SHALL TOTAL
AND RECORD VOC EMISSIONS FOR THE MONTH FROM THE THREE SPRAY BOOTHS UNDER
A/NS 322198, 322199 AND 322200 COVERED BY THE MONTHLY LIMIT. THE RECORDS SHALL
INCLUDE ANY PROCEDURES USED TO ACCOUNT FOR CONTROL DEVICE EFFICIENCIES AND/OR
WASTE DISPOSAL. IT SHALL BE SIGNED AND CERTIFIED FOR ACCURACY BY THE HIGHEST
RANKING INDIVIDUAL RESPONSIBLE FOR COMPLIANCE WITH DISTRICT RULES.

[RULE 109, 1303(b)2)-OFFSET]

Periodic Monitoring:

9.

10.

THE OPERATOR SHALL PERFORM A WEEKLY INSPECTION OF THE EQUIPMENT AND FILTER
MEDIA FOR LEAKS, BROKEN OR TORN FILTER MEDIA AND IMPROPERLY INSTALLED FILTER
MEDIA. THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT,
FOR THE FOLLOWING PARAMETER(S) OR ITEM(S):

A. THE NAME OF THE PERSON PERFORMING THE {NSPECTION AND/OR MAINTENANCE OF THE
FILTER MEDIA;

B. THE DATE, TIME AND RESULTS OF THE INSPECTION; AND

C. THE DATE, TIME AND DESCRIPTION OF ANY MAINTENANCE OR REPAIRS RESULTING FROM
THE INSPECTION.
[RULE 3004 (a)(4)]

THE OPERATOR SHALL DETERMINE AND RECORD THE PRESSURE DROP ACROSS THE FILTER
MEDIA ONCE EVERY WEEK.
[RULE 3004 (a)(4)]

Emissions and Requirements:

11.

THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

VOC: RULE 1162, SEE APPENDIX B FOR EMISSION LIMITS

VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS

vOC RULE 109

HAP(S5)}:40CFR 63SUBPART WWWW, SEE SECTION J FOR REQUIREMENTS
PM RULE 481

PM RULE 404, SEE APPENDIX B FOR EMISSION LIMITS
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FACILITY PERMIT TO OPERATE
ARMORCAST PRODUCTS COMPANY

PERMIT TO OPERATE

Permit No. FXXXX
A/N 491692

Equipment Description:

POLYMER CONCRETE CASTING MANUFACTURING PROCESS CONSISTING OF:

1.

2.

HOPPERS AND AUGERS FOR SAND AND LIMESTONE.

POLYESTER RESIN TOTE WITH A FEED PUMP.

FULLY ENCLOSED MIXING CHAMBERS AND MIXERS.

4. AGITATION VESSELS FOR HOLDING.
5. MIXERS FOR MANUAL POURING.
Conditions:

1.

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

THIS EQUIPMENT SHALL BE PRCPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

Emissions and Requirements:

8.

THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS
vOC: RULE 442, SEE APPENDIX B FOR EMISSION LIMITS
vOC: RULE 1162, SEE APPENDIX B FOR EMISSION LIMITS

HAP(S): 40CFR63 SUBPART WWWW, SEE SECTION ] FOR REQUIREMENTS



SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT

Section D P 12
21865 Copley Drive, Diamond Bar, CA 91765 Facitny LD#: 110577
Revision #: DRAFT

Date:  November 7, 2008

FACILITY PERMIT TO OPERATE
ARMORCAST PRODUCTS COMPANY

PERMIT TO CONSTRUCT

A/N 487178
Granted as of
, 2008

Equipment Description:

MODIFICATION TO AIR POLLUTION CONTROL SYSTEM CONSISTING OF:

Y

2)

3)

SPRAY BOOTH NO. 1, FLOOR TYPE, BLEEKER BROTHERS, MODEL NO. F-20-10-12-HV, 20' - 0" W. X
12-0"D.X10'- 0" H. WITH FIFTY-FIVE 20" X 20" EXHAUST FILTERS AND TWO 5 H. P. EXHAUST
FANS, UNDER A/N 322198, P/O R-F5933.

SPRAY BOOTH NO. 2, FLOOR TYPE, BLEEKER BROTHERS, MODEL NO. F-20-10-12-HV, 20" - 0" W. X
12-0"D. X 10" - 0" H. WITH FIFTY-FIVE 20" X 20" EXHAUST FILTERS AND ONE 7.5 H. P. EXHAUST
FAN, UNDER A/N 322199, P/O R-F35934.

SPRAY BOOTH NO. 3, FLOOR TYPE, BLEEKER BROTHERS, MODEL NO. F-20-10-12-HV, 20'- 0" W. X
12-0"D. X 10"- 0" H. WITH FIFTY-FIVE 20" X 20" EXHAUST FILTERS AND TWO 5 H. P. EXHAUST
FANS, UNDER A/N 322200, P/O R-F5945.

BY THE ADDITION OF:

1)

2)

3)

4)

REGENERATIVE THERMAL OXIDIZER, ADWEST TECHNOLOGIES INC., MODEL NO. RETOX 15.0
RTO95, 15,000 CFM, 18" - 6" W X 25" - 67 L X 10 -9” H, DUAL CHAMBER MULTI LAYERED
CERAMIC MEDIA, WITH A 4,335,000 BTU/HR MAXON NATURAL GAS-FIRED START-UP BURNER,
MODEL KINEMAX-4G, A 7.5 HP. COMBUSTION BLOWER. , AND A NATURAL GAS INJECTION
SYSTEM UP TO 2,250,000 BTU/HR.

EXHAUST SYSTEM WITH A 60 H. P. FAN @ 15000 CFM, AND A PRE-FILTER UNIT WITH NINE 24" x
24” x 4” FILTERS, VENTING TWOQ PERMANENT TOTAL ENCLOSURES.

PERMANENT TOTAL ENCLOSURE NO. 1 WITH THREE SPRAY BOOTHS NOs. 1,2, AND 3.

PERMANENT TOTAL ENCLOSURE NO. 2, RESIN MIXING AND POURING ROOM CONTAINING
RULE 219 EXEMPT MIXERS.

Conditions:

I.

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]
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GAUGES SHALL BE INSTALLED AND MAINTAINED TO INDICATE, IN INCHES OF WATER, THE
STATIC PRESSURE DIFFERENTIAL ACROSS THE EXHAUST FILTERS FOR EACH SPRAY BOOTH.
IN OPERATION, THE PRESSURE DIFFERENTIAL SHALL NOT EXCEED 0.25 INCH OF WATER.
[RULE 1303(a)(1)-BACT]

THE SPRAY BOOTHS SHALL NOT BE OPERATED UNLESS ALL EXHAUST AIR PASSES THROUGH
FILTER MEDIA AT LEAST TWO INCHES THICK.
[RULE 1303(a)(1}-BACT]

THE SPRAY BOOTHS AND MIXING TANKS IN PTE NO. 1 AND PTE NO. 2 SHALL NOT BE
OPERATED UNLESS ALL EXHHAUST AIR PASSES THROUGH THE REGENERATIVE THERMAL
OXIDIZER WHICH IS IN FULL OPERATION AND HAS BEEN ISSUED A VALID PERMIT BY THE
DISTRICT.

[RULE 1303(a)(1)-BACT]

THE OPERATOR SHALL OPERATE AND MAINTAIN THE REGENERATIVE THERMAL OXIDIZER
ACCORDING TO THE FOLLOWING REQUIREMENTS:

THE COMBUSTION CHAMBER TEMPERATURE SHALL BE MAINTAINED AT A MINIMUM OF 1,500
DEGREES FAHRENHEIT WHENEVER THE EQUIPMENT IT SERVES IS IN OPERATION.

THE OPERATOR SHALL OPERATE AND MAINTAIN A TEMPERATURE MEASURING AND
RECORDING SYSTEM TO CONTINUOUSLY MEASURE AND RECORD THE COMBUSTION
CHAMBER TEMPERATURE PURSUANT TO THE OPERATION AND MAINTENANCE
REQUIREMENTS SPECIFIED IN 40 CFR PART 64.7. SUCH A SYSTEM SHALL HAVE AN ACCURACY
OF WITHIN 1% OF THE TEMPERATURE BEING MONITORED AND SHALL BE INSPECTED,
MAINTAINED, AND CALIBRATED ON AN ANNUAL BASIS IN ACCORDANCE WITH THE
MANUFACTURER’S SPECIFICATIONS. THE TEMPERATURE INDICATING AND RECORDING
SYSTEM SHALL BE IN OPERATION WHENEVER THE EQUIPMENT IT SERVES IS IN OPERATION.

FOR THE PURPOSE OF THIS CONDITION, A DEVIATION SHALL BE DEFINED AS WHEN A
COMBUSTION CHAMBER TEMPERATURE QF LESS THAN 1,500 DEGREES FAHRENHEIT OCCURS
DURING NORMAL OPERATION OF THE EQUIPMENT IT SERVES. THE OPERATOR SHALL REVIEW
THE RECORDS OF THE COMBUSTION CHAMBER TEMPERATURE ON A DAILY BASIS TO
DETERMINE IF A DEVIATION OCCURS OR SHALL INSTALL AN ALARM SYSTEM TO ALERT THE
OPERATOR WHEN A DEVIATION OCCURS.

WHENEVER A DEVIATION OCCURS, THE OPERATOR SHALL INSPECT THIS EQUIPMENT TO
IDENTIFY THE CAUSE OF SUCH A DEVIATION, TAKE IMMEDIATE CORRECTIVE ACTION TO
MAINTAIN THE COMBUSTION CHAMBER TEMPERATURE AT OR ABOVE 1,500 DEGREES
FAHRENHEIT, AND KEEP RECORDS OF THE DURATION AND CAUSE (INCLUDING UNKNOWN
CAUSE, IF APPLICABLE) OF THE DEVIATION AND THE CORRECTIVE ACTION TAKEN.

ALL DEVIATIONS SHALL BE REPORTED TO THE AQMD PURSUANT TO THE REQUIREMENTS
SPECIFIED IN 40 CFR PART 64.9 AND CONDITION NOS. 22 AND 23 IN SECTION K OF THIS PERMIT.
THE REPORT SHALL INCLUDE THE TOTAL OPERATING TIME OF THIS EQUIPMENT AND THE
TOTAL ACCUMULATED DURATION OF ALL DEVIATIONS FOR EACH SEMI-ANNUAL REPORTING
PERIOD SPECIFIED IN CONDITION NO. 23 IN SECTION K OF THIS PERMIT.
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10.

12.

THE OPERATOR SHALL SUBMIT AN APPLICATION WITH A QUALITY IMPROVEMENT PLAN (QIP)
IN ACCORDANCE WITH 40 CFR PART 64.8 TO THE AQMD IF AN ACCUMULATION OF
DEVIATIONS EXCEEDS 5 PERCENT DURATION OF THIS EQUIPMENT’S TOTAL OPERATING TIME
FOR ANY SEMI-ANNUAL REPORTING PERIOD SPECIFIED IN CONDITION NO. 23 IN SECTION K OF
THIS PERMIT. THE REQUIRED QIP SHALL BE SUBMITTED TO THE AQMD WITHIN 90 CALENDAR
DAYS AFTER THE DUE DATE FOR THE SEMI-ANNUAL MONITORING REPORT.

THE OPERATOR SHALL INSPECT AND MAINTAIN ALL COMPONENTS OF THIS EQUIPMENT ON
AN ANNUAL BASIS IN ACCORDANCE WITH THE MANUFACTURER’S SPECIFICATIONS.

THE OPERATOR SHALL KEEP ADEQUATE RECORDS IN A FORMAT THAT IS ACCEPTABLE TO
THE AQMD TO DEMONSTRATE COMPLIANCE WITH ALL APPLICABLE REQUIREMENTS
SPECIFIED IN THIS CONDITION AND 40 CFR PART 64.9 FOR A MINIMUM OF FIVE YEARS.
[RULE 1303(a}1)-BACT, 40CFR PART 64]

THE OPERATOR SHALL MAINTAIN THE PERMANENT TOTAL ENCLOSURES (PTE) TO COMPLY
WITH ALL CRITERIA SPECIFIED IN EPA METHOD 204.
[RULE 1303(a)(1)-BACT, 1303(b)2)-OFFSET]

ALL ACCESS DOORS TO THE PERMANENT TOTAL ENCLOSURES SHALL BE KEPT CLOSED
DURING NORMAL OPERATIONS.
[RULE 1303(a)(1)}-BACT, 1303(b)(2)-OFFSET]

THE REGENERATIVE THERMAL OXIDIZER SHALL BE MAINTAINED AND OPERATED AT A
MINIMUM VOC DESTRUCTION EFFICIENCY OF 95% AND OVERALL VOC CONTROL EFFICIENCY
(COLLECTION AND DESTRUCTION) OF 95% WHEN THE BASIC EQUIPMENT IT SERVES IS IN
OPERATION

[RULE 1303(a)(1)-BACT, 1303(b)(2)-OFFSET]

THE BURNER OF THE REGENERATIVE THERMAL OXIDIZER SHALL ONLY BE USED FOR THE
START-UP OF THE EQUIPMENT BEFORE THE PROCESS AIR STREAM FROM THE
MANUFACTURING OPERATIONS IS INTRODUCED INTO THE OXIDIZER. THE START-UP BURNER
SHALL BE USED FOR LESS THAN 124 MINUTES IN ANY ONE DAY.

[RULE 1303(a)(1)-BACT, 1303(b)(2)-OFFSET]

A MONITORING AND RECORDING SYSTEM SHALL BE INSTALLED TO VERIFY THE OPERATING
TIME OF THE RTO START-UP BURNER IN MINUTES FOR EACH CALENDAR DAY.

THE OWNER OR OPERATOR OF THIS EQUIPMENT SHALL CONDUCT A SOURCE TEST(S) UNDER
THE FOLLOWING CONDITIONS:

A. THE SOURCE TEST SHALL BE CONDUCTED NO LATER THAN 180 DAYS AFTER THE INITIAL
START-UP OF THE REGENERATIVE THERMAL OXIDIZER UNLESS OTHERWISE APPROVED IN
WRITING BY THE DISTRICT.



SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT Section D Page 15
21865 Copley Drive, Diamond Bar, CA 91765 Facility LD #: 110577

Revision #: DRAFT
Date:  November 7. 2008

FACILITY PERMIT TO OPERATE
- ARMORCAST PRODUCTS COMPANY

B. A SOURCE TEST PROTOCOL SHALL BE SUBMITTED TO THE DISTRICT ENGINEER, SHAILESH
PATEL, NO LATER THAN 60 DAYS AFTER THE INITIAL START-UP OF THE REGENERATIVE
THERMAL OXIDIZER UNLESS OTHERWISE APPROVED IN WRITING BY THE DISTRICT. THE
TEST PROTOCOL SHALL BE APPROVED IN WRITING BY THE DISTRICT BEFORE THE TEST
COMMENCES. THE TEST PROTOCOL SHALL INCLUDE THE COMPLETED DISTRICT FORMS
ST-1 AND ST-2 SPECIFYING THE PROPOSED OPERATING CONDITIONS OF THE EQUIPMENT
DURING THE TEST, THE IDENTITY OF THE TESTING LABORATORY, A STATEMENT FROM
THE TESTING LABORATORY CERTIFYING IT MEETS THE CRITERIA IN DISTRICT RULE 304(k),
AND A DESCRIPTION OF THE SAMPLING AND ANALYTICAL PROCEDURES TO BE USED.

C. THE TEST SHALL CONSIST OF, BUT MAY NOT BE LIMITED TO, A TEST OF THE INLET AND
EXHAUST OF THE REGENERATIVE THERMAL OXIDIZER FOR:

(1) VOLATILE ORGANIC COMPOUND (VOC) IN PPMV AND LBS/HR
(2) OXIDES OF NITROGEN (NOy) IN PPMV AND LBS/HR (OXIDIZER EXHAUST ONLY)
(3) CARBON MONOXIDE (CO) IN PPMV AND LBS/HR (OXIDIZER EXHAUST ONLY)
(4) VOC DESTRUCTION EFFICIENCY
(5) VOC-COLLECTION EFFICIENCY
(6) OXYGEN CONTENT
(7) MOISTURE CONTENT
(8) FLOW RATE
(9) TEMPERATURE
[RULE 1303(aX1)-BACT]

13. THE SOURCE TEST SHALL BE CONDUCTED DURING NORMAL OPERATION WHILE THE
OXIDIZER IS OPERATING AT A TEMPERATURE OF NOT LESS THAN THE MINIMUM OPERATING
TEMPERATURE SPECIFIED IN THIS PERMIT. THE OPERATING TEMPERATURE IN THE
COMBUSTION CHAMBER SHALL BE RECORDED DURING THE ENTIRE TESTING PERIOD AND
INCLUDED IN THE SOURCE TEST REPORT. IF THE OPERATING TEMPERATURE DURING THE
SOURCE TEST IS GREATER THAN THE MINIMUM OPERATING TEMPERATURE SPECIFIED IN THIS
PERMIT, THE MINIMUM OPERATING TEMPERATURE MAY BE INCREASED AT THE TIME A
PERMIT TO OPERATE IS ISSUED TO REFLECT THE OPERATING TEMPERATURE DURING THE
SOURCE TEST. IN ADDITION, THE USAGE OF ALL VOC-CONTAINING MATERIALS (COATINGS,
INKS, SOLVENTS, ETC.) AND OPERATING TEMPERATURE IN THE COMBUSTION CHAMBER
SHALL BE RECORDED DURING THE TEST.

A. IN ADDITION TO THE TEST DURING NORMAL OPERATION, A SOURCE TEST FOR NOx AND
CO EMISSIONS SHALL ALSO BE CONDUCTED DURING THE START-UP OF THE OXIDIZER
BEFORE THE PROCESS AIR STREAM FROM THE COATING OPERATIONS IS INTRODUCED
INTO THE OXIDIZER.

B. A WRITTEN NOTICE OF THE SOURCE TESTS SHALL BE SUBMITTED TO THE DISTRICT
ENGINEER, SHAILESH PATEL, AT LEAST 14 DAYS PRIOR TO THE SOURCE TESTING DATE SO
THAT AN OBSERVER FROM THE DISTRICT MAY BE PRESENT.

C. TWO COMPLETE COPIES OF THE SOURCE TEST REPORT SHALL BE SUBMITTED TO THE
DISTRICT ENGINEER, SHAILESH PATEL, WITHIN 45 DAYS AFTER THE SOURCE TESTING
DATE. THE SOURCE TEST REPORT SHALL INCLUDE, BUT MAY NOT BE LIMITED TO, ALL
TESTING DATA REQUIRED BY THIS CONDITION.
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14.

15.

16.

D. A TESTING LABORATORY CERTIFIED BY THE CALIFORNIA AIR RESOURCES BOARD IN THE
REQUIRED TEST METHODS FOR CRITERIA POLLUTANTS TO BE MEASURED, AND IN
COMPLIANCE WITH DISTRICT RULE 304 (NO CONFLICT OF INTEREST) SHALL CONDUCT THE
TESTS.

E. SAMPLING FACILITIES SHALL COMPLY WITH THE DISTRICT GUIDELINES FOR
CONSTRUCTION OF SAMPLING AND TESTING FACILITIES, PURSUANT TO RULE 217.
[RULE 1303(2)(1)-BACT]

THE OWNER OR OPERATOR OF THIS EQUIPMENT SHALL SUBMIT THE RESULTS OF ALL TESTS
(INCLUDING PRELIMINARY TESTS) THAT ARE CONDUCTED ON THIS EQUIPMENT FOR
INFORMATIONAL PURPOSES TO THE DISTRICT ENGINEER, SHAILESH PATEL, WITHIN 45 DAYS
AFTER THE TESTING DATE.

[RULE 1303(a)}(1)-BACT]

MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS
IDENTIFIED IN RULE 1401, TABLE I, WITH AN EFFECTIVE DATE OF MARCH 4, 2005, OR EARLIER
WITH THE EXCEPTION OF STYRENE (CAS# 100-42-5).

[RULE 1401]

IN ADDITION TO THE RECORDKEEPING REQUIREMENTS OF RULE 109, THE OPERATOR OF THIS
EQUIPMENT SHALL MAINTAIN ADEQUATE RECORDS TO VERIFY COMPLIANCE WITH THE
CONDITIONS OF THIS PERMIT.

[RULE 1303(b)2)-OFFSET, 1401]

Periodic Monitoring:

17.

18.

THE OPERATOR SHALL PERFORM A WEEKLY INSPECTION OF THE EQUIPMENT AND FILTER
MEDIA FOR LEAKS, BROKEN OR TORN FILTER MEDIA AND IMPROPERLY INSTALLED FILTER
MEDIA. THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT,
FOR THE FOLLOWING PARAMETER(S) CR ITEM(S):

A. THE NAME OF THE PERSON PERFORMING THE INSPECTION AND/OR MAINTENANCE OF THE
FILTER MEDIA;

B. THE DATE, TIME AND RESULTS OF THE INSPECTION; AND

C. THE DATE, TIME AND DESCRIPTION OF ANY MAINTENANCE OR REPAIRS RESULTING FROM
THE INSPECTION.
[RULE 3004 (a)(4)]

THE OPERATOR SHALL CONDUCT SOURCE TEST(S) IN ACCORDANCE WITH THE FOLLOWING
SPECIFICATIONS:

A. THE TEST SHALL BE CONDUCTED AT LEAST ONCE DURING THE LIFE OF THE PERMIT.

B. THE TEST SHALL BE CONDUCTED NO LATER THAN DECEMRBER 19, 2012 UNLESS
OTHERWISE APPROVED IN WRITING BY THE DISTRICT.

C. THE TEST SHALL BE CONDUCTED TO DETERMINE THE VOC EMISSIONS USING AN
APPROVED DISTRICT METHOD TO DEMONSTRATE COMPLIANCE WITH ALL APPLICABLE
PERMIT CONDITION(S), RULES AND REGULATIONS.
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THE SOURCE TEST SHALL BE CONDUCTED WHILE THE OXIDIZER 1S OPERATING AT A
TEMPERATURE OF NOT LESS THAN THE MINIMUM OPERATING TEMPERATURE SPECIFIED
IN THIS PERMIT. IF THE OPERATING TEMPERATURE DURING THE SOURCE TEST IS
GREATER THAN THE MINIMUM OPERATING TEMPERATURE SPECIFIED IN THIS PERMIT,
THE MINIMUM OPERATING TEMPERATURE SPECIFIED IN THIS PERMIT MAY BE INCREASED
TO REFLECT THE OPERATING TEMPERATURE DURING THE SOURCE TEST.

THE OPERATOR SHALL COMPLY WITH ADMINISTRATIVE CONDITIONS NOs. 8, 9, AND 10 OF
SECTION E OF THIS FACILITY PERMIT.

THE OPERATOR SHALL SUBMIT TWO COMPLETE COPIES OF THE SOURCE TEST REPORT
SPECIFIED IN CONDITION NO. 9 OF SECTION E OF THIS FACILITY PERMIT TO THE DISTRICT
ENGINEERING AND COMPLIANCE DIVISION. THE ENGINEERING COPY OF THE REPORT
SHALL BE SENT TO: SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT, COATING,
PRINTING AND AEROSPACE OPERATIONS, ATTN: AIR QUALITY AND COMPLIANCE
SUPERVISOR, 21865 COPLEY DRIVE, DIAMOND BAR, CA 91765. THE COMPLIANCE COPY OF
THE REPORT SHALL BE SENT TO: SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT,
P.O. BOX 4941, DIAMOND BAR, CA 91765

[RULE 3004(a)(4)]

Emissions and Requirements:

9.

THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES

AND REGULATIONS:

VOC: RULE 109

VOC: RULE 442

VOC: RULE 1162, SEE APPENDIX B FOR EMISSION LIMITS

VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS
HAP(S): 40CFR63 SUBPART WWWW, SEE SECTION ] FOR REQUIREMENTS

PM

PM:
PM:
PM:
CO:

: RULE 481

0.1 GR/SCF, RULE 409

RULE 404, SEE APPENDIX B FOR EMISSION LIMITS
RULE 405, SEE APPENDIX B FOR EMISSION LIMITS
2000 PPMV, RULE 407
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RULE 219 EQUIPMENT

Equipment Description:

RULE 219 EXEMPT EQUIPMENT, COATING EQUIPMENT, PORTABLE, ARCHITECTURAL COATINGS.
Periodic Monitoring:

1. THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT, FOR THE
FOLLOWING PARAMETER(S) OR ITEM(S):

FOR ARCHITECTURAL APPLICATIONS WHERE NO THINNERS, REDUCERS, OR OTHER VOC
CONTAINING MATERIALS ARE ADDED, MAINTAIN SEMI-ANNUAL RECORDS OF ALL COATINGS
CONSISTING OF (a) COATING TYPE, (b) VOC CONTENT AS SUPPLIED IN GRAMS PER LITER (g/1)
OF MATERIALS FOR LOW-SOLIDS COATINGS, AND (c¢) VOC CONTENT AS SUPPLIED IN g/l OF
COATING, LESS WATER AND EXEMPT SOLVENT, FOR OTHER COATING.

FOR OTHER ARCHITECTURAL APPLICATIONS WHERE THINNERS, REDUCERS, OR OTHER VOC
CONTAINING MATERIALS ARE ADDED, MAINTAIN DAILY RECORDS FOR EACH COATING
CONSISTING OF (a) COATING TYPE, (b) VOC CONTENT AS APPLIED IN GRAMS PER LITER (g/l) OF
MATERIALS USED FOR LOW-SOLIDS COATINGS, AND (c) VOC CONTENT AS APPLIED IN g/l OF
COATING, LESS WATER AND EXEMPT SCLVENT, FOR OTHER COATING.

[RULE 3004 (a) (4)]

Emissions and Requirements:

2. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATION:

VOC: RULE 1113, SEE APPENDIX B FOR EMISSION LIMITS
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS
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RULE 219 EQUIPMENT

Equipment Description:

RULE 219 EXEMPT EQUIPMENT, HAND WIPING OPERATIONS.

Emissions and Requirements:

1. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATION:

VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS
HAP(8):40CFR63 SUBPART WWWW, SEE SECTION J FOR REQUIREMENTS
VOC: RULE 109



SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT

. . Section D Page 20
21865 Copley Drive, Diamond Bar, CA 91785 Facility 1.D.#: 110577
Revision #: DRAFT

Date:  November 7, 2008

FACILITY PERMIT TO OPERATE
ARMORCAST PRODUCTS COMPANY

RULE 219 EQUIPMENT

Equipment Description:
RULE 219 EXEMPT EQUIPMENT, HAND LAY, BRUSH AND ROLL UP RESIN OPERATIONS.

Emissions and Requirements:

1. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

VOC: RULE {162, SEE APPENDIX B FOR EMISSION LIMITS

VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS

HAP({S): 40CFR63 SUBPART WWWW, SEE SECTION 3 FOR REQUIREMENTS
VOC: RULE 109
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RULE 219 EQUIPMENT

Equipment Description:
RULE 219 EXEMPT EQUIPMENT, CLOSED MOLD RESIN OPERATIONS.

Emissions and Requirements:

1. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

VOC: RULE 1162, SEE APPENDIX B FOR EMISSION LIMITS

VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS
HAP(S):40CFR63 SUBPART WWWW, SEE SECTION J FOR REQUIREMENTS
VOC: RULE 109
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SECTION E: ADMINISTRATIVE CONDITIONS

The operating conditions in this section shall apply to all permitted equipment
at this facility unless superseded by condition(s) listed elsewhere in this permit.

1. The permit shall remain effective unless this permit is suspended, revoked,
modified, reissued, denied, or it is expired for nonpayment of permit
processing or annual operating fees. [201, 203, 209, 301]

a. The permit must be renewed annually by paying annual operating fees, and
the permit shall expire if annual operating fees are not paid pursuant to
requirements of Rule 301(d). [301(d)]

b. The Permit to Construct listed in Section H shall expire one year from the
Permit to Construct issuance date, unless a Permit to Construct extension
has been granted by the Executive Officer or unless the equipment has been
constructed and the operator has notified the Executive Officer prior to
the operation of the equipment, in which case the Permit to Construct
serves as a temporary Permit to Operate. [202, 205]

c. The Title V permit shall expire as specified under Section K of the Title
V permit. The permit expiration date of the Title V facility permit does
not supercede the requirements of Rule 205. [2035, 3004]

2. The operator shall maintain all equipment in such a manner that ensures
proper operation of the equipment. [204]

3. This permit does not authorize the emissions of air contaminants in excess
of those allowed by Division 26 of the Health and Safety Code of the State
of California or the Rules and Regulations of the AQMD. This permit cannot
be considered as permission to violate existing laws, ordinances,
regulations, or statues of other governmental agencies. [204]

4, The operator shall not use equipment identified in this facility permit as
being connected to air pollution con